370                     COMPLETE  SPECIFICATIONS.
of  the   specifications, be   estimated  and   paid  for, unless such excess shall have been ordered by the water board as hereinafter set forth, m-          ^fte   contractor   is   to   furnish   all   temporary
flumes, all materials and all tools, implements, machinery, and labor necessary or convenient for doing all the work herein contracted for, with safety to life and property in accordance with this contract, and within the time specified herein; he will be required to construct and put in complete working order the work herein specified, and is to perform and construct all the work covered by this agreement; the whole to be done in conformity with the plans and these specifications; and all parts to be done to the satisfaction of the city engineer. Sofl-                     4. The soil is to be removed from the grounds
where the dam, embankments, and other works are to stand. Wherever directed by the engineer said soil to be hauled and put in spoil banks, to remain until required to be placed over the finished surfaces of slopes or embankments. The quantities of soil removed will be measured in the spoil banks and paid for as stipulated in article Q. item (#).
The slopes of the embankment are to be covered with soil taken from the spoil banks; if any additional soil is needed for the work, it shall be obtained and taken from such grounds as may be designated by the engineer, and deposited wherever ordered by him ^ all soil removed from the spoil banks, or from such grounds as the engineer may designate, shall be measured in excavation. It will be rolled or otherwise compacted, and paid for as stipulated in article Q, item («#).
All surfaces which are required to be afterwards sodded or seeded are to be covered with soil at least twenty-four inches in thickness.
S°d^ccSnnd           5*    r^^le embankments  of the  dam,   and such
cc mg*    other surfaces as may be designated by the engineer, are to be sodded or seeded with grass seed.
All the surfaces to be sodded or seeded are to be carefully graded and particular care taken to make a true and even bearing for the sods to rest on.
Sod«-                   The sods to be of good quality of earth covered
with heavy grass, sound and healthy, and not less than one foot square, and generally of a uniform thickness of three inches. These sizes may be altered by the engineer during the progress of the work. The sods will be cut with a bevel on all

